**************** 



-k t^^ 




Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Indian Standard 

DIMENSIONS FOR MOVEMENT HOLDERS 

FOR WATCH CASES 



(Reaffirmed -2012) 



1. Scope — Specifies the common types of movement liolders used in wrist watch cases for circular 
and shaped movements and meir general dimensions. 



2. Types 



2.1 Type A — Sheet metal type with lugs. 




FIG. 1 



2,2 Type B — Metallic or plastic solid ring type. 
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FIG. 2 



Note — Cushioning arrangement, such as corrugated spring, built-in flexible support, etc, may be provided to arrest 
the movement shake. 
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3. Dimensions ( see Fig. 1 and 2 ) 



All dimensions in mitllmetres. 



d ± 0-05 


ds—O'OBQMin 


dz refers to IS : 10366-1983 'Dimensions for 
crystal and dial opening diameters for 
watch cases* 


/ ± 0'D3 


h + 006 for shaped movement 
dx + 0'06 for circular movement 


/i and dx in accordance with IS : 9672-1980 
'Dimensions for movements for wrist watches* 


w±S)^^0 


200 




/±o-io 


a2 + 1'00 


as in accordance with IS : 9672-1980 


a 


0-40 Max 




m 


0*50 Max 


If case screws are used 


n ± 0'Q5 


33 + 0*20 


3-3 in accordance with IS : 9572-1880 


h 


H — (i2+«3)-f a-f 0-30 


wtinimum when assembled Inside the case, 
/], U and ^3 in accordance with IS : 9672-1980 


hi 


Has to be decided based on inside dimensions of case, back cover joint and method 
of arresting the movement shake 


Number of 
lugs 


6 or 4. 



EXPLANATORY NOTE 

This standard is one of a series of Indian Standards relating to wrist watch cases. 
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